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1. Definition of the Model 

HεHaierζYεMedical ζCDεcooling and freezer ζ-282εcapacity is 282Lζ 

2. Appearance and Parts 
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3. Product Technical Parameters 

Model HYCD-282 HYCD-282A HYCD-282C 

Type upright foam door

air-cooling& forced cooling 

upright foam + glass door

air-cooling& forced cooling 

upright foam door air-cooling& 

forced cooling 

Climate class Nε16ɫ~32ɫζ Nε16ɫ~32ɫζ Nε16ɫ~32ɫζ 

Temp. range 2~8ɫ/ -20~ -40ɫ 2~8ɫ/ -20~ -40ɫ 2~8ɫ/ -20~ -30ɫ 

Capacity εLζ 185L/97L  185L/97L  185L/97L  

Interior 

Dimensions(W×D×H) 

Coolχ605Ö510Ö720 

Freeze χ515Ö465Ö440 

Coolχ605Ö510Ö720 

Freeze χ515Ö465Ö440 

Cool χ605Ö510Ö720 

Freeze χ515Ö465Ö440 

Exterior 

Dimensions(W×D×H) 

735Ö660Ö1810 735Ö660Ö1810 735Ö660Ö1810 

Packing (W×D×H) 775Ö720Ö1930 775Ö720Ö1930 775Ö720Ö1930 

Net /Gross weightεKgζ 145/160  145/160  145/160  

Exterior/Interior Material SPCC/ SUS304 SPCC/SUS304 SPCC/SUS304 

Power Supply 220V/50Hz  220V/50Hz 220V/60Hz  220V/50Hz  

Rated Power/Current 400W/2. 8A 400W/2. 8A 400W/2. 8A 

Controller Microprocessor Microprocessor Microprocessor 

Qty of sensor 3 3 3 

Alarm type Buzzerιlightιremote Buzzerιlightιremote Buzzerιlightιremote 

Alarm content High& low temp.ιsensor errorι

power failedιlow batteryιdoor 

Ajar ,high ambient  temp  

High& low temp.ιsensor errorι

power failedι low batteryιdoor 

Ajar ,high ambient  temp  

High& low temp.ιsensor errorι

power failedι low batteryιdoor 

Ajar ,high ambient  temp  

Foot and wheel 2 feet & 4 caters  2 feet & 4 caters  2 feet & 4 caters  

Test hole 2 2 2 

Shelf or basket Coolχ3shelf +1drawer  

Freezeχ2 drawers  

Coolχ3shelf +1 drawer  

Freezeχ2 drawers  

Coolχ3shelf +1drawer  

Freezeχ2 drawers  

Data record USB USB USB(optional ) 

Lamp LED(5V) LED(5V) LED(5V) 

Door and lock With lock  With lock  With lock  

Defrosting Forced defrosting no heater  Forced defrosting no heater  Forced defrosting no heater  

Tank mouth heater 
CoolχNo  

Freezeχhot air  

CoolχNo  

Freezeχhot air  

CoolχNo  

Freezeχhot air  

Safety mode Sensor error safety mode  Sensor error safety mode  Sensor error safety mode  
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4. Electrical parts and circuit diagram 

No. Part code Name QTY Specification Applicable  models 

1 027180000 9 Display board  1   

2 0271800008  Control board  1   

3 0271800064  USB board  1 10years HYCD-282C 

optional  

4 0074091430  Battery  1 12V  

5 0274000232  Printer  - 8000 Pcs data  Only in china  

6 0064001173  LED 1 5V  

7 0070401365  Transformer of 

door heater  

1 AC/33V Only HYCD-282A 

8 0270800323  Glass door 

with heater  

1 AC/40V/ 25W Only HYCD-282A 

9 0274000087A  Thermostat  1  Only HYCD-282A 

10 0074090544  Evaporator fan  1 EBM fan-motor /19W   

11 0074090544  Condenser fan  2 EBM fan-motor / 19W  
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5. Spare parts of cooling system 

No. Part Code Name QTY Specification  Remark 

1 0074091262  Cool compressor  1 DB L88CY 220V/50Hz  

 0074000035  Cool compressor  1 ACCGVY57AG 220V/60Hz  

2 0074000149  Freeze compressor  1 NL7CLX 220V/50Hz  

 0274000190  Freeze compressor  1 SC12CLX.2 220V/60Hz  

3 0070701944  Condenser  2   

4 0270700046  Cool evaporator  1  In the foam layer ιcanɏt be 

replaced.  

5 0270700100  Freezer evaporator  1  In the foam layer ιcanɏt be 

replaced.  

5 0270100458A  Freezer evaporator  1  HYCD-282C In the foam 

layerιcanɏt be replaced.  

6 0074180002A  Drier filter  2   

7 0070301474  R600a - QTYχR600a 50g 220V/50Hz  cool system  

 0070301474  R134a - QTYχR134a 150g  220V/60Hz  cool system  

8 0073010003  R404a - QTYχR404a 180g Freeze system  
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6. Spare part list and exploded view 

 

No.  Code  CN Name  English name  QTY Remark  

1 0270100499 ίכּ  і  Top cover of electrical box  1  

2 0070107468 ᶁḧ᷆ The battery clip−כּ   1  

3 0074091430 Battery −כּ   1  

4 0271800064  USB― Usb board  1 HYCD-282Cιoptional  

5 0034000993   ᵸ Relay 2כּ 

6 0274000087A   ₄□ίᵸ Thermostat  1 HYCD-282Aιonly  

7 0271800008  Ѯί― Control board  1  

8 0270100491 ᵸᾟ‟ PCB supportכּ   1  

9 0270100496 ίכּ  ᵅ  Back cover of electrical box  1  

10 0270800305  ӌ Main body  1 HYCD-282 

0270800327  ӌ Main body  1 HYCD-282A  

0270803505  ӌ Main body  1 HYCD-282C 

11 0070102180  ₿ὸ‟ Stopper  2  

12 0270200052  Ἑ Lock catch  2  

13 0070701944  ֚ ᵸ Condenser  2  

14 0074091262  ֚ ᴙ   Cool compressor  1 L88CY,220V/50Hz  

0074000035  ֚ ᴙ   Cool compressor  1 GVY57AGι220V/60Hz  
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15 0074000149  ֛֚ᴙ   Freeze  compressor  1 NL7CLXι220V/50Hz  

0274000190  ֛֚ᴙ   Freeze  compressor  1 SC12CLX.2ι220V/60Hz  

16 0074180002A  ẇ ◒ᵸ Drier filter  2  

17 0270100482    ᵅἴ  Back cover of cabin  1  

18 0270100486  ֛֚ᴙ ẕ― Fix board of freeze compressor  1  

19 0270100485  ֚ ᴙ ẕ― Fix board of cool compressor  1  

20 0270101786  ᵅ ᾟ ― Back caster support  1  

21 0270100483  ׁ ᾟ ― Front caster support  1  

22 0270800056  ׁ  Front caster  2  

23 0270100495  ֚  ᶁḧ― Fix board of condenser fan  1  

24 0074090544  ֚   Condenser fan  2  

25 0270100481    ׁἴ  Front cove of cabin  1  

26 0060105247  ї  Lower hinge  1  

27 0270400014  Pt100 ỵ□ή᷃ Pt100 temp. sensor  1 ֛֚ҽỵᵸ 

28 0270100494  ֛֚ҽỵᵸᾟ‟ Sensor support  1  

29 0270100476  Ἲṙṫ◌  The left rail of the drawer  1  

30 0060105221  ѧ  M iddle hinge  1  

31 0270100260  ᾄ‟‍ Shelf bar  4  

32 0270100490  ׁ ᾟ‟ Front cover support  2  

33 0070401365  ᴪᴙᵸ Transformer  1 HYCD-282ιonly  

34 0270100489  і  Upper hinge  1  

35 0270100497  ֚ і ― Upper shelf in cool space  1  

36 0270400077 ҽỵᵸ Ambient temp. sensor□ע   1  

37 0270100480  ׁ  Front cover  1  

38 0271800009  Ῐ ― Display panel  1  

39 0270200184  Ῐ ―  Display cover  1  

40 0270500140 A Ῐ ―  Display label  1 HYCD-282/282C  

0270500140 C Ῐ ―  Display label  1 HYCD-282A  

41 0074090884  ֚ ҽỵᵸ Cool Temp. sensor  1  

42 0270100493  ֚ ҽỵᵸᾟ‟ Sensor support of cool sensor  1  

43 0270100487  ᴧ  ᾟ‟ Evaporator fan support  1  

44 0074090544  ᴧ   Evaporator fan  1  

45 0270100477  ֚ ᾄ‟ Shelf of cool space  2  

46 0270100474  Ἲṙ Drawer  1  

47 0270100475  Ἲṙᴸ◌  Right rail of drawer  1  

48 0270100478  ֛֚Ἲṙᾄ‟ Shelf bar of the drawer  1  

49 0270200183  ֛֚Ἲṙ Freeze drawer  2  

50 0270100488  ᴧ  ἴ  Protect cover of evaporator  1  

51 0270200258  ֚ Ṃ‍ Door seal of cool space  1  

52 0270800419  ֚ ӌ Cool door body  1 HYCD-282/282C  

0270800323  ֚ ӌ Cool door body  1 HYCD-282A  

53 0270800324  ֛֚ ӌ Freezer door  1  

54 0270200259  ֛֚ Ṃ‍ Door seal of freeze door  1  

55 0270200214  ֛֚ԓḸṂ‍ Inner door seal of freeze door  1 Assemblyεinclude one long ιtwo 
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short ζ 

56 0270200213  ѧ₀ḸṂ‍ M iddle door seal  1  

7.  Instruction of operation 

 

 

Lightχthe switch of light which is in the cabinet.(HYCD-282A only) 

Refrigerator temperature zoneχ The temperature & parameters and alarm code for cool function; 

Freezer temperature zoneχThe temperature & parameters and alarm code for cool function; 

Alarm indicator lightχlight flashing means alarm happenedψ 

Lock indicator lightχlight means the lock statusψ 

Setχsetting parameters and confirmψ 

Digit Tranχadjusting the bit of the parameterψ 

Temp adjustχadjusting the tempψ 

Temp zone Tranχswap the display between refrigerator and freezer zone; 
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Alarm testχin lock statusιpress this button to inquire alarm codeψin unlock statusιpress this buttonιall the LEDs showñ8òι

which is used for checking LEDsψ 

Silence χalarm pause ψ 

Defrost χin unlock statusιpress this button for 5 sιthe forced defrosting function will workψin unlock status press this 

button again to stop defrosting 

Method for adjusting and setting temperature on the cabinet: 

1. Unlock 

If the ñlockò indicator lamp is on, all buttons are locked except ñò. By holding  button  ñ ò  for 5s, F0 is 

displayed in display area of temperature in the cabinet, and the digit ñ0ò flashes. Then press ñò, F1 is displayed, and by 

pressing button ñò, the keyboard is unlocked and the room temperature is displayed on the display panel. In case of no 

button operation, the keyboard will automatically locked. 

2. Temperature setting 

In the state of being unlocked, press the button ñò, L0 is displayed on the display screen, and digit ñ0ò flashes. By 

pressing the button again, the default temperature of 5Ņ set for the refrigerator and -40 Ņ for the freezer are displayed on 

the displayed screen, and the second digit flashes on the display screen. (if it is not used for the first time, the temperature 

set last time will be displayed). By pressing button ñò, the flashing digit changes, and by pressing ñò the value of 

the currently flashing digit can be changed. Adjust to the required temperature, and by pressing ñò again, the set value 

becomes valid and is stored. Temperature setting range: 0~16 Ņ for refrigerator and -10~-45 Ņ for freezer. 

3.  Setting high temperature alarm 

After being unlocked, press button ñò, L0 is displayed on the display screen and digit ñ0ò flashes. Then by pressing 

button ñò, L1 is displayed on the display screen. By pressing button ñò again, the default temperature set for high 

temperature alarm is displayed on the display screen and the second digit of the default value of temperature flashes (the 

default temperature set for high temperature alarm is +5 in the cabinet. Notes: the ñòbefore the number displayed is for 

ñ+ò), and then press ñò. 

4.  Setting low temperature alarm 

After being unlocked, Lo is displayed on the display screen and digit ó0ô flashes. By pressing button ñò twice, L2 

flashes on the display screen. Press button ñò, and the default temperature set for low temperature alarm is displayed on 
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the display screen and the second digit flashes (the default temperature set for low temperature alarm is -5Ņ in the cabinet). 

If the set temperature is to be changed, press button ñò to change the flashing digit and by pressing ñò, value of 

the currently flashing digit can be changed. After the setting is completed, the value set is stored. Temperature range set for 

low temperature alarm: min. temperature displayed Òtemperature set for low temperature alarm- set temperature Ò-5 Ņ, or 

otherwise, set as the default value. 

5.  Temperature zone switch: 

In the state of being unlocked, press the button ñsetò, ñL0ò is displayed on the display screen, press the button ñtemperature 

zone switchò, ñL0ò is switched to be displayed on another display screen. At this time, related parameter on this display 

screen can be set. 

6.  Setting delay in start-up 

In the state of being unlocked, hold simultaneously buttons ñsetò and ñtemperature adjustmentò for 5s, a delay time for the 

refrigerating compressor is displayed, and by pressing the button ñtemperature adjustmentô, the required time is set. 

7.  Setting stop of the refrigerator or the freezer: 

In the state of being unlocked, press button ñsetò, and ñL0ò is displayed on the displayed panel. Then press ñtemperature 

adjustmentò, L5 is set, and press button ñsetò again. 1 flashes on the display screen (the default normal start/stop status of 

the compressor), and if the refrigerator/freezer is to be stopped, press ñtemperature adjustmentò, and ñ1ò is changed into ñ0ò. 

The refrigerator/freezer cannot be used again until a change for ñ1ò is done again. 

8.  Setting inquiry 

In the state of being unlocked, press the button ñsetò, ñL0ò appears on the display screen and digit ñ0ò flashes. Press 

ñtemperature adjustmentò to change it to 1, 2, 3, 4 or 5. press ñsetò again, a correspondent value is displayed. Among them, 

L0 stands for temperature set in the cabinet, L1 stands for temperature set for high temperature alarm, L2 stands for 

temperature set for low temperature alarm, L3 stands for the current voltage, L4 stands for the current ambient temperature 

and L5 stands for state set for start/stop of the compressor. 

9.  Freezing defrosting: 

In the state of being unlocked, by holding the button ñfreezing defrostò for over 5s, the freezer compressor stops,  and ñdFò 

is displayed on the freezer display screen. Temperature inside the cabinet gradually rises and operation of the compressor 

cannot automatically be restored. Only in the state of being unlocked, and by holding button ñfreezing defrostò for over 5s 

can the freezer compressor be started again for normal operation. 

10.  Temperature calibration 

In the Unlocked statĕpress and for 5s̆ the display panel will showó0ôand flashing(the adjust zone is -5 to 5)̆ Press 

to change the display Zone between refrigerator and freezer areăPress to calibrate the temperature. 
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Item Steps Display Msg 

Unlock 

1 pressñ òfor 5sιthe refrigerator temp zone showsñF0ò 

Shows F0 andñ0ñbit 

flash 

2 short pressñ òιthe refrigerator temp zone showsñF1òψ Shows óF1ô 

3 short press ñ  ñιunlocked No operation in 10sιit will auto lock The lock light turn off 

Alarm test 

Unlock statusιshort press ñ òιall the LED and indictor light will be 

lighted for 6sιmeanwhileιthe speaker will buzz 6 times @1HZιthen all the 

LEDs will showñ8òfor 6s. 

All the LEDs show ó8ô 

Lock statusιshort press ñ òιthe LEDs will show the alarm code. Show the alarm cod 

Parameters 

Setup 

1 Unlock statusιshort pressñòιThe refrigerator temp zone will 

showñL0òιñ0òwith flashψ 

Show L0ιñ0òbit flash 

2 short pressñ  ñιadjust the parametersψ L0~L5 

3 short pressñòιthe second bit flashψ  

3 short pressñòadjust the bit of the LEDs ιshort pressñ òto adjust 

the value. 

 

NoticeχIf the refrigerator temp zone show the temp and the freezer temp. zone showsñL0òιwe need to 

pressñ ñιthen refrigerator temp. zone will showòL0ñψ 

when we want to adjust the parameter L0~L5ιòwe must change the óL0ôto the temp zone that we need. 

Compressor 

Start delay 

1 unlock statusιpress '  ñand ò  ñat the same time for at least 5sι

the refrigerator temp. zone will show the delay time of compressor. 

Show the value of 

delay time  

2 press ñ  ñto adjust the parameter. 01~10 

Noticeχthe freezer compressor begin to run after the refrigerator compressor works for 10s. 

Calibrate 

temp 

1 unlock statusιPress ñ  and ñ ò at the same time for 5sιthe 

refrigerator temp zone will show the value of the adjustment. 

 

2 pressñ  ñto adjust the value of the parameter -5~+5 

Noticeχshort pressñ  ñιswap the parameter between refrigerator and freezer temp. zone. 
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aλ Users parameter setting  

No. Parameter  Name Range  HYCD-282/A/C  

default value 

Remark  

1 L0 
Temp set 

value 

Cool χ0~16 5 
 

Freeze χ-10~-45 -40εHYCD-282C:-30ζ 

2 L1 
High temp 

alarm value 

Cool χset valueεL0+5ζ~+50 10  

Freeze χset valueεL0+5ζ~+50 -35εHYCD-282C:-25ζ  

3 L2 
Low temp 

alarm value 

Cool χ-60~set valueεL0-5ζ 0  

Freeze χ-60~set valueεL0-5ζ -45εHYCD-282C:-35ζ  

4 L3 Inquire 

Voltage  

-- -- Show the voltage 

5 L4 Inquire 

ambient temp 

-- -- Show the ambient temp 

6 L5 Compressor 

stop set 

0 or 1 1 ñ0òmeans offιñ1òmeans 

on 

bλ Defrosting function 

Status of defrost in refrigerator spaceχinner fan worksιcompressor stop working, it  is defrost  

Forced defrost in freezer spaceχunlock statusιpress ñ ò  for 5sιThe freezer compressor stop workιthe freezer֚

temp. zone will show ñdFò for 3s and the cabinet temp for 5s alternately. 

If we want to stop the defrost function, we should press 5s again at unlock status, and the compressor begin to work.  

cλ Safe mode of Sensor faulty 

When the temp. sensor is faulty ιthe freezer compressor will be 30mins on and 10mins off with the alarmψThe 

refrigerator compressor will be 15mins on and 15mins off with alarm. 

dλ USB storage functionεHYCD-282C optionalζ 

Item  Steps  Display Msg 

Data 

export 

1 plug the U-disk to the USB port, the data 

will be exported automaticallyψ 

 

2 unlock statusιpressñ ò and ñ ò 

for3s to inquire the status of data export 

Refrigerator temp zone show ñUSbòιfreezer temp 

zone show ñéòð means the data is exporting; 

Refrigerator temp zone show ñUSbòιfreezer temp 

zone show ñOKòð means the data has been exported. 

Time 

setting 
1 unlock statusιpressñ òand ñ òand Refrigerator temp. zone show ñ1Pòιfreezer temp. 

zone show the value of ñ1Pò. 
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ñ òfor 5s at the same time. 

2 press ñ òto adjust the value. 

 

3 press ñ òιto select other parameters  

1P~5P 

Noticeχ1P~5P meansχ  Year / month /day /hour /min. 

eλ Alarm code 

Alarm  Code  Instruction  Alarm type  Solution  

Sensor 

error 

E0 Ambient sensor failed light Inspect Ambient sensor 

E3 Cooling sensor failed Buzz +light +code Inspect Cooling sensor 

E6 Freezer sensor failed Buzz +light +code Inspect Freezer sensor 

Door 

open 

N/A Door open for 15min Buzz +light Close door or check the 

door switch 

High 

temp. 

E9 Temp is higher than limit value Buzz +light +code   

Low 

temp. 

E10 Temp is lower than limit value Buzz +light   

Power 

failed 

N/A Power failed Buzz +light +temp. Check power 

Battery E5 Low battery or switch is off Light Check battery or switch 

Remote 

alarm 

N/A  - - 

When the refrigerator-freezer is connected to power, it enters the active state and temperature in the cabinet is displayed on 

the indicator. 

Operating state reminder on the display panel: 

 ̧ ñLockò indicator lamp: with the lamp on, all settings are locked to avoid error operation. 

 ̧ Alarm: if the lamp is on or flashing, there is failure. 

Button function: 

 ̧ Buzz cancel: in the state of being locked or unlocked, and during alarm, by pressing the ñò, the alarming sound 

can be cancelled, but light flashing alarm can not be cancelled. 

 ̧ Alarm test: for testing whether the alarm system is in normal operation and for testing whether the battery is with low 

energy. In the state of being unlocked, by pressing  the ñò, all indicator lamps will be on, the buzzer gives out 

alarm and ñ8ò is displayed on all digital tubes. In the state of being locked, when there is alarm, by pressing the button, 

the alarm code for correspondent failure is displayed and by which, the failure reason can be inquired. 

Special considerations for installation 

High temperature alarm
low temperature alarm
power falied alarm
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1. If the freezer includes USB boardιPlease adjust the system time of the USB board 

2. If the freezer includes printer, Please adjust the system time of the printer 

3. The blood bank freezer is Air cooling freezer, when put the goods into the freezer, not too dense, make sure 

the airflow can go through the shelves 

4. The freezer has 4 wheels and 2 feet, After installation, make the two feet back to the earth, keep the freezer 

stably  

8η Replacement of main parts 

a. Checking the PCB,USB board ,thermostat, transformer and battery; 

       

The control board, thermostat, USB board and the battery are in the top space of the freezer;  

Step1. Remove the screws on the top of the freezer, then we can remove the top cover of the electrical box; 

Step2.find out the position of the spare parts in the top space, and replace the damaged one. 
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b. The position of the temp. sensor  

      The position of the refrigerator temp. sensor (upper sensor) 

 

    The freezer sensor(lower sensor): 

 

c. unpacking  

step1 Use a knife to cut down the packing belt and remove the box; 
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Step2 remove the paper board; 

                             

Step3. Remove the pallet 

Tilt the freezer and pull out the pallet, the angle of inclination should be less than 45 degree. 

 

9ηThe curve of temperature 

      HYCD- 282ȁHYCD- 282AȁHYCD- 282C temperature curve of refrigerator temp zone ̔ 

 

Remove the box 

belts 

Lift up the box 

Remove the pallet 

Remove the   

plates of pallet 
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      HYCD- 282ȁHYCD- 282A freeze temp.curve;  

 

 

      HYCD- 282Cfreeze temp curve  
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Inspired living 
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